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DN 15 – 65 

PN 25 – 40  
 

 

                                  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 Part name Material quality 

1 Body P355N/S235JR 

2 Ball 1.4301 

3 Stem X30Cr13 

4 Seat PTFE + C 

5 Support plate S235JR + Zn 

6 Spring 50CrV4 

7 Packing gland PTFE (+Viton, in gas 
version) 

8 Thrust washer PTFE 

9 Limiter S235JR + Zn 

10 Pressing ring S235JR + Zn 

11 Handle S235JR 

12 Nut PN-EN ISO 4035 

DN 

  

PS 
[bár]  

FTF 
[mm]  

Dk 

[mm]  
D 

[mm]  
d 

[mm]  
C 

[mm]  
f 

[mm]  
K 

[mm]  
L 

[mm]  
n 

(db) 
h 

[mm]  
l 

[mm]  
H 

[mm]  
Kvs 
[m3/h]  

Weight 

[kg]  
M 

[Nm]  

15 40 130 10 95 45 14 2 65 14 4 50 140 92  1,7 3 

20 40 150 15 105 58 16 2 75 14 4 57 140 100 14,7 2,4 4 

25 40 160 20 115 68 16 2 85 14 4 64 140 105 26,2 3 7 

32 40 180 25 140 78 18 2 100 18 4 69 140 110 40,9 4,4 16 

40 40 200 32 150 88 18 2 110 18 4 85 195 142 67 6 25 

50 40 230 40 165 102 20 2 125 18 4 90,5 195 150 104,7 7 48 

65 16 270 50 185 122 20 2 145 18 4 97,5 195 155 163,6 10 34 

65 25 270 50 185 122 22 2 145 18 8 97,5 195 155 163,6 11 47 

Application: 

Heat engineering, air, water and other fluids in 

group 1 or 2 according to Directive 97/23/EC 
and to the pressure–temperature diagram as 

follows. 

Hot water, heating equipment, ventillation, 

health equipment and hydraulics. 

The gas version is used for gas, oil, natural gas, 

LPG. The gas version’s colour is yellow. 
 

Temperature range: -30°C / +200°C 

 

Characteristic: 

- Fully welded body 
- Floating ball 

- Stem sealing: gland 

- From DN 80 square shaft end 

- removable, reversible handle 

- powder coated surface protection 

7.40.1  
WKC1A CARBON STEEL 
FLANGED BALL VALVE    


