BSP THREADED BRASS BALL VALVE [

Application:
Oil and gas industry, oil products, gas, natu-
ral gas, and mediums neutral to the materi-
als of the valve. Biogas pipelines shut-off

valves.

Working temperature: -20/+60°C

Full bore, from BB 1/2” to 1” with butterfly
lever, the others with manual handle.

7.60

BB DN 3/8” - 2”

KBDN 1/2” -1

Materials:

Description Material quality
1. Body MSS58 brass

2. Bonnet MSS58 brass

3. Seat PTFE

4. Ball MSS58 brass

5. Stem MSS58 brass

6. O-ring NBR

7. Bolt MSS58 brass

8. Lever MSS58 brass
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DN PN (bar) | L (mm) D(mm) | Hmm) | B(mm) | E (mm) | Weight (g)
1/2 5-20 57,7 89 15 15 200
3/4 5-20 67 89 20 16,3 300
1 5-20 80,8 114,5 25 19,1 500
5/4 5-20 94,5 127 66,5 32 21,4 740
6/4 5-20 102,9 127 40 21,4 980
2 5-20 126 163,5 50 25,7 1740
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Industrial Valve Trading Ltd.

H-2234 Maglad, Mendej street 2.
Phone/Fax: +36-29-325-133, 326-133
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