
 

 

 

 

                                                                                                                                 

 

                                                                              

 
 
 
          

10.20 
 AXIAL METAL  

EXPANSION JOINT 
 

Application: 

In general, the use of expansion joint is ne-

cessary where pipelines change their length due 

to temperature fluctuations or are exposed to 

vibration. 

 

Construction industry, energy, medicine and 

chemical industry. For high-temperature steam 

and aggressive chemicals. 

Working pressure: PN 16 

 

Drinking water certificate: 16019-6-2021  

Main materieals: 

Body:                                 Stainless steel, 1.4541 
Inner sleeve:  Stainless steel, 1.4541 
Flange:   Carbon steel, ST37.2, AISI 304 

Weld-end:  Carbon steel, ST37.2, AISI 304 

DN d  
(mm) 

 D 
 (mm) 

a  
(mm) 

L30 
 (mm) 

L60 
(mm) 

b 
(mm) 

Effective surface 
(cm2) 

Weight 
(kg) 

25 33,7 115 85 110 - 16 16 2 

32 42,4 140 100 115 - 16 18 3 

40 48,3 150 110 120 - 16 23 3,5 

50 60,3 165 125 110 - 18 37 5 

65 76,1 185 145 110 195 18 58 6 

80 88,9 200 160 110 190 20 79 7 

100 114,3 220 180 115 200 20 128 8,5 

125 139,7 250 210 120 210 22 183 12 

150 168,3 285 240 140 225 22 268 14,5 

200 219,1 340 295 140 245 24 437 20,5 

250 273 405 355 140 235 26 705 30 

300 323,9 460 410 150 250 28 984 37 

L30: Installation length 30 mm (-20/+10) for axial movements. 

L60: Installation length 60 mm (-40/+20) for axial movements. 

DN 
d 

(mm) 
L30 

(mm) 
L60 

(mm) 
Effective surface 

cm2 

25 33,7 210 - 16 

32 42,4 215 - 18 

40 48,3 220 - 23 

50 60,3 210 - 37 

65 76,1 210 295 58 

80 88,9 210 290 79 

100 114,3 215 300 128 

125 139,7 220 310 183 

150 168,3 240 325 268 

200 219,1 240 345 437 

250 273 240 335 705 

300 323,9 250 340 984 

L30: Installation length 30 mm (-20/+10) for axial movements.  
L60: Installation length 60 mm (-40/+20) for axial movements. 

 

Weld-end type  

If required, the expansion joint can be ordered in angular or lateral type, completely 
acid-resistant, or with threaded connection. 

DN 25 – 300, PN 16    
 


