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Application: 
In water and sewage water technol-

ogy, energetic and different indus-

trial applications.  

The advantage if the valve is the 

short design and the easy installa-
tion. 

Both vertical and horizontal installa-

tion is possible. 

 

Max working temperature: 110°C 
Max working pressure: 16 bar 

Nominal pressure: PN 10/16 

 2.50 WAFER SWING CHECK VALVE  
 

 MAIN MATERIALS: 

 Description Material quality 

 Body  Carbon steel  

 Stainless steel, AISI 316 

 Disc  Carbon steel  
 Stainless steel, AISI 316 

 Hook  Carbon steel 
 Stainless steel, AISI 316 

 Seat ring  NBR (EPDM, Viton) 

 Flange ring  EPDM 

 Screwing  Carbon steel 

 

 

  

DN A D C B E Weight 

40 94 80 22 14 25 0,7 

50 109 89 32 14 37 0,8 

65 129 111 40 14 50 1,2 

80 144 119 54 14 61 1,4 

100 164 147 70 18 77 2,3 

125 195 171 92 18 94 3,5 

150 220 200 112 20 100 4,2 

200 275 256 154 22 152 7,0 

250 330 302 192 26 180 12,1 

300 380 352 227 32 215 24,0 

 
Pressure drop chart 

 


